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manufacturer 
  
Dirac Industries s.r.o. 
K Automobilce 585 
28002, Kolín - Sendražice 
 
Tel.:   +420 323 040 700 
Email:   info@diracindustries.com 
Internet:  www.diracindustries.com 
 

NOTES FOR MANUAL 
 
Working in hazardous areas safety of personnel and material 
depends on the adherence of all relevant safety rules. 
Persons who are responsible for installation and maintenance 
have got a special responsibility. 
Precondition is an exact knowledge of all actual rules and 
regulations. 
This manual summarizes all important safety rules and has to 
be read by all persons working with this product to be familiar 
with the handling. 
The manual must be kept over the complete life span of the 
product. 
 

MARKING 
Important sections in this manual are marked with a symbol. 
 

 
DANGER 
DANGER signs a risk which can result in death or severe injury 
if not avoided. 

 
WARNING 
WARNING signs a risk which can result in death or severe injury 
if not avoided. 
 
 
 

 
CAUTION 
CAUTION signs a risk which can result in injury if not avoided. 

 
ATTENTION / NOTE 
ATTENTION / NOTE signs an action to prevent material damage. 

       
Ex termination systems for the following 
heating cable types: 
DLT...2CT; DMT…2CT; DHT…2CT; DUT…2NT 
 
 

APPLICATION 
The electrical heating circuit DS... is used for the electrical 
heating of pipes, containers, protective boxes, electric motors, 
etc. to protect temperature-sensitive products from frost, to 
maintain certain temperatures of these products or to prevent 
condensation. The heating circuit can be assembled at the 
factory or on site. 

 
 

Certification & labelling 
 
Manufacturer: DIRAC Industries s.r.o. 
Type:  DS _-_ _  _-_  _-_ _ _ /_ _ _ _  
Certifications: EPS 23 ATEX 1 230 X 

Marking:  II 2G Ex 60079-30-1 eb IIC T6...T2 Gb 

 II 2D Ex 60079-30-1 tb IIIC T85°C...T300°C Db 

CE:  1026 
 

If the heating circuit is assembled at the factory, the heating 
circuit label is filled in completely by DIRAC Industries with all 
the specific data of the respective heating circuit. If the heating 
circuit is assembled by the installer, the heating circuit label 
must be filled in by the installer with the enclosed pen (Staedler 
Lumocolor) as shown in the example below. The type label must 
be attached clearly visible to the connection cable. 

 

 
 
 
 
 

http://www.diracindustries.com/
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TECHNICAL DATA 
Rated voltage:  12V up to 277V 
  (acc. to the EC type examination certificate of the respective heating cable) 
Rated power: 10W/m up to 120W/m 
Temperature range 
Connection and termination:   

 
 
 
 
 
 
 

 
 
 
 
 

Fuse protection, 
heating circuit lengths:  according to the data sheet of the respective heating cable. 
 
 

Supplementary information can be found in the EC type examination certificate. 
 
 
 
 
 
 
 
 

DLT…2CT 

 

 

DMT…2CT 

DHT…2CT 

DUT…2CT 

IPL…CF 

IPH…NF 

IPS…A 

 

 

-60…+85° 

-60…+85° 

-60…+100° 

-60…+200° 

-60…+200° 

-60…+200° 

-60…+200° 

-60…+200° 

-60…+200° 

-60…+200° 
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safety instructions 
 

Heating circuits are only allowed to be used for permitted applications. 
 Ex-protection of heating circuits type: DH… is only guaranteed in original condition.  
 Electrical heating circuits are only permitted to be used/operated if undamaged. 
 

Ex protection is not or even no more granted under the following conditions: 
  The insulation of the heating cable or the connection cable is torn or cut open. 
 The connection or the end termination of the heating circuit is torn or cut open. 

 

Type code 
 

D_ _-_ _   _-_   _ -_ _ _ / _ _ _ _ 

 

    

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

S1 = Connection heating tape S 

S2 = Connection heating tape L 

P = Power in W/m (at nominal temperature): 
E.g. 15 = 15 W/m 
  
 
Rated voltage:   
1 = 230 V 4 = 440 V 
2 = 115 V 5 = 690 V 
3 = 24 V 
   
 Silicone sealant:  
1 = Boss 315 RTV 
2 = Boss 326 Hi-Temp 
3 = JPC Ultimheat RTV 
4 = JPC Silikon-Dichtmasse int. 
5 = Tomabond TB 76 

Heating cable end termination: 
0 = Silicone end cap S 
2 = Silicone end cap L 
3 = Polyolefin end cap 
4 = Stripfree HTL end cap 
5 = Dual shrink hose  

Heating circuit length in m: E.g. 
001 = 1m DM1 = 0,1m 
010 = 10m DM5 = 0,5m 
200 = 200m DM9 = 0,9m 
 

 

 

 

Marking without influence on explosion protection 

 

 

 

                                                Connection – Heating cable: 

Connection heating cable S: ETK4-Ex DLT…2CT 

          ETK4P-Ex DMT…2CT 

    DHT…2CT 

Connection heating cable L: ETK4R -EX DUT…2CT 
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ADVICEs for installation & operation  
The following Dirac Industries installation instructions must be observed for the professional assembly of the heating 
circuit: "Connection technology ETK4..Ex.." A test report must be prepared for each heating circuit and attached to the 
heating circuit documentation.  
The minimum and maximum ambient temperatures of the connection technology must be observed. 
  

 
SERVICE & MAINTENANCE 

The operator of an electrical plant in a potentially explosive atmosphere must keep the equipment in proper condition, operate it properly, 
monitor it and carry out maintenance and repair work (see also EN 60079-17). 
 
Maintenance and servicing work on the product may only be carried out by trained and qualified personnel.  
Before maintenance and/or servicing, the specified safety regulations must be observed. Only original parts from the manufacturer may be 
used for maintenance and servicing. 
 
Damaged heating circuits must always be replaced immediately. 
 
The insulation test must be carried out in accordance with EN 60079-30-1, 5.1.3. 
 
 

Supplementary information can be found in the EC type examination certificate. 
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Test report 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



operation Manual 

PAGE 8 | 
 

 
Declartation of conformity 
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NOTES: 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



operation Manual 

PAGE 10 | 
 

DIRAC Industries NV/SA 
 J.B. Bosmansstraat 2  
 B-1600 Sint-Pieters-Leeuw 
+32 (0)2 376 51 29  
+ 32 (0)2 376 16 95 

 DIRAC Industries s.r.o  
Prumyslova zona Kolin-Ovcary 
 K Automobilce 585,   
280 02 Kolin, Czech Republic  
+ 420 323 040 700  

DIRAC Industries Kft.  
Bagoly utca 12. 2120 Dunakeszi  
Hungary  
+ 36 30 422 2035  

DIRAC Industries Pvt Ltd.  
509, Goodwill Infinity, Plot E/3A  
Sector 12, Kharghar, Navi Mumbai  
Maharashtra, India - 410210  
+ 91 83907 44712 


